
Ball Valve    

FEATURES::
●Blow-out Proof Stem
●Anti-Static Device for Ball-Stem-Body
●Pressure Balance Hole in Ball Slot
●2 Belleville Washer to Self-adjust Packing
●ISO 5211 Mounting Pad for Easy Automation
●Fire Safe  Design Available

STANDARD::
●Design:ASME 16.34 API 608
●Wall Thickness:ASME B16.34,EN12516-3
●Flange Ends: ASME 16.5
●Fire Safe Design Acc:API 607
●Inspection & Testing:API 598,EN 12266
●Face to Face ACC:ASME 16.34
●Inspection and Testing:API598,API 6D

Unit:mm

Size Pressure(LBS) L ød øR øC øD H H1 E T f N øx □P øA øB ISO 5211
6147.9985.06801051
6143.413.595.66041003
6145.016.8907711051
9149.514.7116.28251003
6142.1180197721051
9145.714219.88561003
6147.2171198041051
9141.914.3316.89571003
6142.417216.89561051
9147.025.5513.411091003
9149.515.2517.021871051
3.2283.221.561721512003

9145.718.7717.931091051
3.2284.525.0914.941042003

9141.915.0914.251302051
3.2286.826.902861082003

9189.326.8225.091032051
3.2288.13452002503003
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ASME 150/300

NO. PARTS NAME
1 Body CF8M CF8 WCB
2 Nut
3 Cap CF8M CF8 WCB
4 Cap Gasket
5 Ball Seat PTFE
6 Ball   CF8M
7 Anti-Static Device
8 Stem SS304 SS316
9 Bolt

10 Stop Gland CF8M
11 Locking Device
12 Handle
13 Position Washer
14 Stem Packing PTFE
15 O-Ring
16 Thrust Washer
17 Bolt
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ISO-5211 Mounting Pad            Fire Safe Design
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2-PC Stainless Steel Ball Valve
Full Port,Flange Ends,150LBS,300LBS (ISO Mounting Pad)
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