
Ball Valve    

FEATURESFEATURES:
●Blow-out Proof Stem
●Anti-Static Device for Ball-Stem-Body
●Pressure Balance Hole in Ball Slot
●2 Belleville Washer to Self-adjust Packing
●ISO 5211 Direct Mounting Pad for Easy Automation

●Locking Device Spring Handle,  New Design
●Fire-Safe Design Available

STANDARD:STANDARD:
●Design:ASME B16.34,API 608
●Wall Thickness:EN12516-1
●Flange End:ASME B16.5 CLASS 150/300
                      DIN 2653   PN10-PN40
                      JIS B2238 10K/20K
●Inspection & Testing:API 598,EN 12266

Unit:mm

Wafer Type Stainless Steel Ball Valve
Full Port,1000WOG,PN16/40

(ISO-Direct Mounting Pad)

d

L

C

T

f

H1

H

E

B D

G

K1

K2

R

r

4-

4-

N-A 1
2
3
4
5
6
7
8
9

10 1112 13 14

15
16

17 18 19 20

21

NO. PART NAME
1 Body CF8M CF8 WCB
2 Thrust Washer
3 O-Ring VITON FKM
4 V-Ring Packing
5 Gland
6 Belleville Washer
7 Stop Nut
8 Stop Cap
9 Washer

10 Handle
11 Stem Nut
12 Locking Device
13 Plastic Pin
14 Handle Cover
15 Stem   SUS316 SUS304
16 Anti-Static Device SUS316 SUS304
17 Ball Seat PTFE RPTFE
18 Ball   CF8M CF8
19 Body Gasket
20 Cap CF8M CF8 WCB
21 Postion Bolt
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MATERIAL

Plastic
Plastic

SUS301
A194-8
SUS304
SUS304
SUS301
A194-8
SUS301

Size PN ød L øC øB øD H H1 E f T □G øR ør øK1 øK2 N A ISO-5211
DN15 10-40 15 42 45 65 95 46 75 105 2 9 9 42 36 6 6 4 M12 F03-F04
DN20 10-40 20 44 58 75 105 50 75 105 2 9 9 50 36 7 6 4 M12 F03-F04
DN25 10-40 25 50 68 85 115 62 85 120 2 9 11 50 42 7 6 4 M12 F04-F05
DN32 10-40 32 60 78 100 140 73 95 120 2 12 11 70 42 9 6 4 M16 F04-F05
DN40 10-40 38 65 88 110 150 78 105 165 3 13 14 70 50 9 7 4 M16 F05-F07
DN50 10-40 50 80 102 125 165 85 110 165 3 20 14 70 50 9 7 4 M16 F05-F07

48101161/01
82231104/52

0202161/01
4245104/52

61M0202208185161/01
02M4253209126104/52
61M2205201261/01
42M6207202204/52
02M2258204221261/01
42M8200305281204/52
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